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Instantly transform the great outdoors into an outdoor great room.
Just turn it on and turn an ordinary deck or patio into an extraordinary entertainment space. Dakota—

the world’s rst outdoor gas replace—combines all

the ease and convenience of a gas replace with

weatherproof, stainless steel construction. Cuzstaittio match your home, or opt for the enjoy-ibw

design of our stucco and tile Outdoor Elements sur

round set—created just for Dakota.

Dakota Specifications

MODEL HEIGHT FRONT WIDTH BACK WIDTH
Actual Framing Actual Framing Actual Framing
Dakota
40 43-7/8 48 49 31 49
Outdoor Elements Dakota
Top View
r— 31
[786]
It

23-1/4
[592]

DEPTH GLASS SIZE BTU INPUT

Actual  Framjin g 53,000 Btu/Hour Input (LP)

1314 2h1ss 26-18/16 x 42-12. 1 56 100 Btu/Hour Input (NG)
Side View Front View Side View

40-3/4

37-1/8 T1035]

[843]

16-5/8

42
[1088]

f-—

48

Dimensions above are in inches. Reference dimensions only. We recommend measuring individual units at installation. Assumes the use of 1/2" Sheetrock. NOTE: Non-combustible

material is allowed over this dimension. Make sure you do NOT cover the decorative door opening.

Refer to installation manual for detailed specifications on installing this product. Heat & Glo reserves the right to update units periodically. Pictures in this brochure are not true

representation of the fireplace, flames and/or finishes.

Outdoor Elements options

Mix and match these stucco and tile colors to complement your home.

Marcs (shown)* Snow Tortilla Mornlng Mist Vandyke Whale Grey
L]
Darkland Alante Goldland Whlteland Alpi Appalachl Himalayan UraI| Greyland Andre
12x12 (shown)*  6x6 12x12 12x12 6X6 12x12 12x12
| S
TILE ﬁ I
*Standard colors. All other colors are available by special order.
Dakota 42 Features IntelliFire

IntelliFire™ ignition system

Complete gas fireplace system—LP or Natural

Smoke-free, no messy ashes

Realistic logs and refractory

Decorative front grill vent eliminates chimney

Glass doors add control in windy conditions

Approved for use in screened porches, gazebos and lanais*

Designed to fit into Heat & Glo LifeStyle Collection Outdoor
Elements Sets

UL listed

53,000 Btu/Hour Input (LP)
60,000 Btu/Hour Input (NG)
Patented technology

15 year limited warranty

Our exclusive, state-of the-art IntelliFire ignition system reduces gas
consumption and thermogenerator wear by providing a pilot ame
only when needed. Also supplies a back-up battery system to run the
replace during a power outage.

*Dakota 42 is approved for installation in screened porches, gazebos and lanais
with the following guidelines: Minimum porch area: 96 square feet, Minimum ceiling
height: 92 inches, Minimum of two walls must be screened. Minimum top
of screen height, side walls: 6 ft. 8 in., Minimum screen area: 64 square feet

T For complete warranty information go to www.heatnglo-lifestyle.com

Cover Photo: Dakota shown with custom stone finish on Outdoor Elements surround.

HEATEGLO
LifeStyleCollection

20802 Kensington Boulevard, Lakeville, MN 55044
(888) 427-3973 (952) 985-6000

Email: inffo@heatnglo.com € Web: heatnglo.com
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DIMENSIONS HEIGHT WIDTH OPERATION

Patio Camp‘re operates 8-11 hours on a 20 |b LP tank, when set at full open setting.
Mesa Base 75,000 BTU Input/Hour NG. 60,000 BTU Input/Hour LP.
See installation manual for clearances and operating instructions.
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Inside comfort

outdoor living




Interior Fronts wiign: -
An interior front is required to nish Twilight Il. Purchase one of these stylish options, each available in
various nishes as indicated.Two even accept interchangeable panels.

Essence Doors Basic Front Firescreen Front

Available in all “ve “nishes. Accept In black only. DF-6000 In black, bronze or pewter. Accepts
interchangeable decorative interchangeable decorative panels
companions.  DF-6-ESSENCE and Firescreen Companions.  DF-6-FS

Interchangeable Decorative Panels
Firescreen fronts and Essence doors for Twiliyletccept these three interchangeable panels. Buy one or several; they're easy to chanc
Each is available in ve nishes to match or contrast with fronts: black, bronze, brushed nickel, pewter, polished brass.

. . . . . . .

Classic Black Bronze Brushed Nickel Pewter Polished Brass

Twilight

The best of both worlds.

Exterior Front Firescreen Front
The Twilight 1l ships with a black exterior front. It's designed to The Firescreen front can be enjoyed unadorned, or you can
withstand the elements, even hurricanes. purchase one of these two Firescreen companions to attach to the

front's exterior, adding a distinctive touch of corner detail. Either
is available in black, bronze or pewter to match or contrast with
the front.

Carriage Hill Prairie Ridge
Companions set Companions set



Twilight * 1l Specifications

MODEL VIEWING AREA BTU INPUT
- . NG: 38,000
Twilight " 11 36 x 21-1/2 LP: 37,000

Refer to installation manual for detailed specifications on installing this product. Heat & Glo reserves the right to update units periodically. The flame and ember appearance may
vary based on the type of fuel burned and the venting configuration used. Pictures in this brochure are not true representation of the fireplace, flames and/or finishes.

Twilight " Il Standard Features Healthy Hearth
» 38,000 BTU input/hour (NG) Our direct vent fireplaces will not alter the quality of indoor room air in
« Weather-tested/hurricane-rated any way. They utilize a sealed combustion chamber that draws in fresh air

. from outdoors and discards all combustion by-products back outside.
* Sealed combustion chamber

« No additional venting required

« Black exterior front (ships with fireplace) Limited Lifetime Warranty

The strongest in the industry, Heat & Glo guarantees protection for all
- ) gas units, including a lifetime warranty on the most important aspects:
Twilight " Il Optional Features fiber logs, stainless steel burner, firebox and heat exchanger.

« Interior fronts in various finishes (required)
* Remote control

e Fan kit

* Wall switch kit

For complete information and valuable assistance on this
model, please contact us at:

HEAT GLO
LifeStyleCollection

20802 Kensington Boulevard, Lakeville, MN 55044
888-427-3973 952-985-6000

Email: info@heatnglo.com

Web: heatnglo.com
c @ US LISTED

A brand of Hearth & Home Technologies Inc.

HNG-1056U-0607



